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Double side display designed by ERALED 
 

Double-sided LED display, LED display to a small fine for the outdoor way, mainly used in 

small indoor and outdoor advertising signboards. Such LED displays on the heat, structure, 

maintenance requirements are unique. 

 

This is P10 full color double side display.  
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This is prop up 

structure
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Full color LED display 
 

 
 

This is the cabinet of double side display 

P10 double side outdoor full color LED display  
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You can maintain the LED display from the door topside 
 

 
 

 



     Shenzhen ERALED Optoelectronics Co., Ltd.       

Address: ERALED Industry Park, Xincheng Road, Shajing town, Bao an District, Shenzhen, China  
Email: manager@eraled.biz  MSN: ERALEDdisplay@hotmail.com,Skype: ERALEDdisplay  

This is frame structure of double side LED display 

Cabinet and structure 

  

 

1. Precise structure of the independent design of cabinet, to 
ensure strict IP65 waterproof rating, ensuring cabinet light 
is easy to install. 
2. High uniformity masks a perfect fit module and mask ink 
evenly, without shadows; the products all use ultraviolet 
aging, which can resistance to the instantaneous pressure 
slap Pa 20000. 
3. Installation is simple for our customers in accordance 
with the needs of design and installation, a client after 
receiving the Screen, with our attached accessories in 2 
hours can easily control the realization of installation and 
commissioning, to maximize the customer to reduce the 
workload. 

 


